Beadlight

CIRRUS

Mains Wall Mount

Cirrus Range/Technical Data Sheet
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Product Description

The Cirrus Mains Wall Mount light fixes
directly to a wall. The light features a
flexible stem to allow it to be positioned as
required.

Metal finish

The light comes in the following metal
finishes:

- Clear Anodised Aluminium
- Anodised Titanium

- Anodised Bronze

- Polished Nickel Plate

- Gold Plate

Leather finish

wEL

—_-—A Light
Dimersions inmm

_ 1350

Retative lamp Mead st on

Base B73.70
™~

/ N\
2 Mourving hatas
D45 through besse

0

“BASE UNIT.
FIXING DETAILS
(As viewed from arrow 'A’}
Dimensions in mm

Beadlight Ltd

Unit 31B,
Avenue One, Station Lane,
Witney OX28 4XZ
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The light comes in the following leather
finishes:

- Chocolate
- Beige

- Black

- Mushroom
- Off White

Dimensions

Depth/444mm
Mounting Base Cover Depth/32mm
Base Diameter/79mm

Electrical

The light uses 1.2 Watts of energy. The
base plate contains an integral driver
allowing direct connection to 240 V AC, the
connection is made inside the base plate.

The Cirrus light is available in the following
switching mode and LED colours.

- Warm White/High, Medium, Off
- Cool White/High, Medium, Off
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